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Abstract—Recently available high-frequency power converter
topologies for inductive power transfer (IPT) system utilize either
zero voltage switching (ZVS) or zero current switching (ZCS) based
power electronic converters while maintaining a near sinusoidal
current for limited power transfer range. However, achieving ZVS
or ZCS for all power switches simultaneously is still a challenging
task in IPT systems. In this article, an improved zero-voltage
zero-current switching (ZVZCS) IPT topology and its switching
pattern are proposed. ZVS is achieved by optimizing the classical
series compensation and additionally, an auxiliary network is em-
ployed to achieve ZCS. The proposed concept is verified by using
MATLAB/Simulink based simulations for resistive and battery
load. Finally, the practical viability of the proposed topology is
validated by the results obtained using a laboratory prototype rated
for 1.1 kW, 85 kHz. An efficiency of 91.26% is achieved with ZVZCS
for a full dynamic power transfer range of 20 W–1.1 kW.

Index Terms—Battery chargers, dc–dc power converters,
electric vehicles (EVs), inductive charging, soft switching, wireless
power transmission.

NOMENCLATURE

VDC Input dc source voltage.
IDC Input dc source current.
Ca1, Ca2, Ca Capacitance of input dc-link capacitor.
ICa1 , ICa2 Current through capacitors Ca1, Ca2, respec-

tively.
S1 − S4 H-bridge inverter active switches.
PS1 − PS4 Gating signals for switches S1 − S4, respec-

tively.
IS1 − IS4 Current passing through switches S1, S2, S3, S4,

respectively.
VS1 − VS4 Voltage across switches S1 − S4, respectively.
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D1 −D4 Antiparallel body diodes of active switches S1 −
S4, respectively.

D5 −D8 Output rectifier diodes.
CS1 − CS4 Parallel parasitic capacitors CS1 − CS4, respec-

tively.
IC1 − IC4 Current through CS1 − CS4.
TA Ancillary transformer.
TA1, TA2 Primary and secondary turns of ancillary trans-

former.
ITA1 , ITA2 Current passing through primary, secondary coil

ancillary transformer TA1, TA2 coils, respec-
tively.

LA Ancillary inductor.
ILA

Current through LA.
L1, L2 Transmitter and receiver coil inductor.
IL1 , IL2 L1 and L2 current.
C1, C2 Compensation capacitor for inductorsL1 andL2.
VC1 , VC2 Voltage across capacitors C1 and C2.
M Mutual inductance between L1 and L2 coils.
kc Coefficient of mutual coupling between induc-

tors L1 and L2.
CF Filter capacitor.
ICF

Current through filter capacitor CF .
B Battery as load.
VB Voltage across B.
IB Battery B charging current.
RB Equivalent battery resistance.
Vds MOSFET drain to source voltage.
ID MOSFET drain current.
VD Diode forward biased voltage.
UAB Root mean square value of voltage across points

A, B.
uAB Instantaneous value of voltage across points A,

B.
Uab Root mean square value of voltage across points

a, b.
uab Instantaneous value of voltage across points a,

b.
ω0 Resonance frequency in radian per seconds.
TD Time period when all switches are OFF.
TON Time period when two opposite leg switches are

ON.
K Turn ratio of wireless transformer.
Pcu Copper losses.
Pcore Core losses.
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I. INTRODUCTION

THE increasingly global economy is facing the demolition
of fuel resources along with hazardous disturbances in

environmental conditions. Moreover, it has spurred the emer-
gence of sustainable technologies leading to innovations in
major carbon contributors, i.e., transportation [1], [2]. Therefore,
electric vehicles (EVs) are adopted as a solution to diminish
the environmental effects caused by carbon-based fuels [2], [3].
Furthermore, the EVs market opens a new opportunity for human
beings to expand the life expectancy of transportation at a lower
cost [1], [3]. In the past, the battery technology (BT) and power
shaping technologies are the limitations to put EVs out of market
success. However, BT has been evolved with high energy den-
sity, lesser weight, and high efficiency in a few past decades [4].
Additionally, efficient energy storage device improves overall
performance while used with a suitable power shaping circuit.
A dc–dc power conditioning configuration having subservient
power losses, durability, reliable energy transfer, and increased
charging-discharging cycles are exercised by researchers and
industries [1]–[4].

Nowadays, efficient, fast chargers are deployed for short driv-
ing range with human safety concerns. In the present scenario,
the inductive power transfer (IPT)-based typologies are adopted
as safer battery charging (BC) solutions during EV stationary
and dynamic mode. Compensation networks are presented to
crimp the circuit impedance for improving the overall efficiency
of the converter. However, the number of active and passive
elements of the circuits comprises with the complexity of the
configuration [5]. The right solution further improves the driving
range, maintenance cycle, reduced carbon footprint, and end-
user economy. Therefore, converter selection plays a vital role
in EV’s flow in the market. Consequently, it supports decrement
in environmental problems produced by transportation issues
expertly [6].

The classical series-series capacitor compensation based IPT
topology is one of the most preferred network arrangement
adopted by industries because of its structure simplicity and
operational stability for varying coils distance [7]. This network
presents a low-cost solution but compromises its efficiency,
power transfer capability, high resonant peaks, and control
accuracy for variant loading. In [7], an algorithm for phase
control is presented to enhance efficiency bandwidth; however,
the expense results as a sophisticated control strategy for vari-
ant frequency. In [8], issues generated by variable frequency
are mitigated by defining the control boundary in the optimal
frequency range. The control solutions presented in [7] and [8]
only supports clam to provide higher efficiency by maintaining
zero voltage switching (ZVS) for IPT system. The topological
advancement in [9] has been done by a new coil support network
using intermediate L–C series compensated structure at both
the transmitter and receiver end. This configuration increases
weight at the vehicle side, which is mitigated in [10], by placing
both coils on the primary side. The solution presented in [9]
and [10] provides magnetic flux support in misalignment con-
dition but decreases the beauty of simplicity in calculation and
control operation. A solution to the issues present in [9] and

[10] as an isolated tank network to support IPT is addressed
in [11] by incorporating an H-bridge high-frequency trans-
former with L–C tank network. However, it increases the size,
weight, and volume of the whole system while reducing peak
efficiency.

Therefore, a solution as the reconstruction of the passive
component’s network is presented in [12]–[17] to mitigate is-
sues sprouted by an additional magnetically isolated resonant
tank. In [12] and [13], a symmetrical filter network is cas-
caded with loosely coupled transformer coils to improve the
performance of the system for a long duration. However, these
topologies implement magnetically isolated inductors, which
increase weight, volume, complexity in tuning method, and
decrease efficiency. These issues are addressed in [14] and [15]
by employing asymmetrical compensation using the LCC-C
network configuration. The analysis of claims presented in
[12]–[15] are comparatively studied in [16] and [17], and it
is found that for the same coil design, LCC–LCC network is
suitable for stationary IPT and LCC-C for dynamic IPT. How-
ever, it suffers distortions in the case of vehicle side topology
and clearance variations. Therefore, Zhang et al. [16] and Li
et al. [17] direct to find a different solution utilizing series C–C
compensation. In [18]–[20], a solution to stabilize soft switching
for a wide operating range, improved efficiency, performance
for the strongly coupled transformer-based dc–dc converter is
presented. In [21] and [22], the auxiliary network is adopted
to enhance the performance of resonant IPT topology based
on [18]–[20]. The constant losses have been increased because
of additional magnetics while stable operation with improved
efficiency is obtained. Likewise, a solution for resonant IPT
based series C–C compensated topology is presented in [23]. In
this view point, IPT with auxiliary circuit can mitigate issues
present in voltage source inverter (VSI) fed converter based
network.

In this article, the proposed topology utilizes classical se-
ries L–C compensation with a small size auxiliary components
to make ZVS along with zero current switching (ZCS). The
proposed topology offers a constant output voltage even if
the input is subjected to a wide range of voltage variations.
The output current can easily be controlled from the input
side voltage, which eliminates the requirement of a high-power
processor for controlling operation, and the cost for the con-
verter is effectively reduced. A laboratory prototype has been
developed and tested for resistive and battery load for full
BC range. Fig. 1 shows the general overview of the proposed
topology in which two stages of the converter have been con-
trolled by using modified pulsewidth modulation (MPWM)
separately. The pulses are generated at 85 kHz switching fre-
quency in MPWM mode to achieve zero-voltage zero-current
switching (ZVZCS) to deliver power up to 1.1 kW, and perfor-
mance results are presented.

The rest of the article is organized into the following sections.
The operating principle of the proposed converter is discussed
in Section II. The study of circuit parameter design is presented
in Section III. Section IV discussed various steps of the hard-
ware development process for laboratory prototype. Simulation

Authorized licensed use limited to: Auckland University of Technology. Downloaded on November 03,2020 at 00:32:38 UTC from IEEE Xplore.  Restrictions apply. 



NAMA et al.: EFFICIENT INDUCTIVE POWER TRANSFER TOPOLOGY FOR ELECTRIC VEHICLE BATTERY CHARGING 6927

Fig. 1. General configuration of wireless battery charger topology.

and hardware results are discussed in Section V. Finally, the
conclusion has been drawn in Section VI.

II. OPERATING PRINCIPLE OF THE PROPOSED CONVERTER

Active switches S1 − S4 at primary side and diodesD5 −D8

at secondary side forms a H-bridge (conventional). Moreover,
Ca1 andCa2 act as potential divider at the input with ancillaryLA

and TA to maintain the soft-switching feature of the circuit with
BC. The primary and secondary side of the circuit is coupled
with L1 and L2 with C1 and C2, respectively. The operation of
the converter is controlled by using MPWM in [22].

The following assumptions are considered to understand the
operating principle of the proposed converter.

1) All active and passive devices consisting of transformer,
dc source, switches, diodes, and capacitors are ideal in-
cluding internal switch diode and capacitance.

2) Electrical series resistance of inductor and interwinding
capacitance of transformer are neglected.

3) Voltage divider capacitors (Ca = Ca1 = Ca2) andCF are
large enough to maintain constant voltage at input and
output terminals of the converter.

4) The effects of the magnetizing inductance of TA are ne-
glected.

A. Operation of Proposed Converter

The operating principle of the proposed topology in steady
state is divided into eight modes (modes I–VIII) as shown in
Fig. 2 and the operating waveforms are shown in Fig. 3.

1) Mode I (t0 ≤ t< t1), Fig. 2(a): Before time instant t0, lag-
ging current (IL1 + ILA

) is flowing fromD1 and S2, Therefore,
at t0 instant, the switchS1 is turned ON with ZVS. Furthermore, a
potential difference betweenAC and CB is created and current

ILA
start rising from ILA(t0)

iLA
=

|VCa1 − VCa2 |
2LA

TON − iLA(t0)

|VCa1 − VCa2 | = 0 || iLA
= 0

⎫⎪⎪⎪⎪⎬
⎪⎪⎪⎪⎭

If → RON(S1−S4) �= 0

If → RON(S1−S4) = 0

. (1)

2) Mode II (t1 ≤ t< t2), Fig. 2(b) and (c): Before t0, switch
S1 is conducting and switch current difference (iS1 − iS2 ) is
flowing from TA (ITA1 + ITA2 = ILA

).
Applying KCL at points A and B and using low energy

conservation

iCS1 + iCS4 = iTA2 + iL1 (2)

2iCS1 = iL1 +
iLA

2
. (3)

At the starting of this mode, S1 is turned OFF when S3, S4 are
already OFF, andS2 is still conducting. The dominant inductance
L1 is now in cutoff from dc power source, and IL1 +

ILA

2 starts
charging switch peracetic capacitor CS1. At instant t11, VCS1

reaches VDC . After t11, IL1 finds a path by forcing the change
in ILA

. The inductor LA rejects this change and a current starts
from S2 to S4, which dischargesCS4. AfterCS4 voltage reaches
zero,D4 turns ON and this freewheeling results in the decrement
of IS2 to zero or ZCS for switch S2

t(VCS1=VDC) =

1
2CS3VDC −

(
iL1(t1−) +

iLA(t1−)

2

)
iL1(t) +

iLA(t)

2

. (4)

3) Mode III (t2 ≤ t< t3), Fig. 2(d) and (e): This mode starts
from S2 ZCS turn OFF while other switches are already OFF.
During this mode, the peracetic capacitor CS2 starts charging
till t21 up to VDC and the current ILA

decrementing toward zero

after attaining its positive peak. After t21, the current IL1 +
ILA

2
finds its path by discharging capacitors CS3, CS4 and turns ON

the diodes D2, D4

t1 > 2CS1
VDC

iL1(t0) +
iLA(t0)

2

. (5)

The voltage stress across switch is given by the following
expression:

vS1 = VDC + vC1 (6)

vS4 = −vC1 . (7)

4) Mode IV (t3 ≤ t< t4), Fig. 2(f): In this mode of operation,
S4 is turned ON with ZVS as D4 is on and the voltage across S4

is near zero. The auxiliary inductor current ILA
is increasing

linearly in a positive direction after attaining its negative peak.
5) Mode V (t4 ≤ t< t5), Fig. 2(g): In this mode, S3 is turned

ON with ZVS. IAB starts following the sinusoidal wave shape,
and voltage across S3, S4 are zero as its path got completed.

6) Mode VI (t5 ≤ t < t6), Fig. 2(h) and (i): This mode starts
by turning OFFS3, which triggersCS3 charging up to VDC at t51.
The auxiliary inductor current ILA

is decreasing after attaining
its peak and IL1 , ILA

forces IS4 to reduce for ZCS turn-OFF

condition.
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Fig. 2. Operating modes of proposed battery charger topology. (a) Mode I (t0 ≤ t < t1). (b) Mode II (part-1) (t1 ≤ t < t11). (c) Mode II (part-2) (t11 ≤ t < t2).
(d) Mode III (part-1) (t2 ≤ t < t21). (e) Mode III (part-2) (t21 ≤ t < t3). (f) Mode IV (t3 ≤ t < t4). (g) Mode V (t4 ≤ t < t5). (h) Mode VI (part-1) (t5 ≤ t < t51).
(i) Mode VI (part-2) (t51 ≤ t < t6). (j) Mode VII (part-1) (t6 ≤ t < t61). (k) Mode VII (part-2) (t61 ≤ t < t7). (l) Mode VIII (t7 ≤ t < t8).
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Fig. 3. Theoretical operating waveform of proposed wireless converter
topology.

7) Mode VII (t6 ≤ t< t7), Fig. 2(j) and (k): In this mode, S4

turned OFF at ZCS and VCS4 rises up to VDC at t61. After t61, ILA

starts incriminating in positive direction. The diodesD1 andD2

turned ON and power is feedback to the source.
8) Mode VIII (t7 ≤ t < t8), Fig. 2(l): During this mode of

operation, switch S2 is turned ON with ZVS and current shifts
from D2 to S2.

During mode, I to VIII constant voltage and current are
maintained in the battery.

B. Working of Ancillary Network

The ancillary and transmitter coil resonant network is shown
in Fig. 5. The voltage acrossLA is obtained from applying KVL
as follows:

VCa1 = VCa2 =
VDC

2
(8)

vOC = vLA
=
VDC

2
− vCD − vB

=
VDC

2
−
(
vA − VDC

2

)
− vB

= VDC − vA − vB

⎫⎪⎪⎪⎪⎪⎬
⎪⎪⎪⎪⎪⎭
. (9)

Fig. 4. Simplified network with battery load refereed at transmitter coil side.

Fig. 5. Proposed network configuration of EV battery charger.

Expression (9) shows the waveform of vOC = VLA
, which is

complimentary of vAB . This shows the current in LA is high for
light loading condition and complimentary for heavy loading
condition.

When the voltage vAB = VDC or −VDC and vCa1 = vCa2 =
VDC

2 than from expression (9) VLA
= 0. Therefore, current in

inductor LA remains unchanged. The value of iLA
is expressed

by (10) when vCa1 �= vCa2 and either S1 − S2 or S3 − S4 in ON

state.
The current expression for iLa

can be derived from Fig. 4 as
follows:

iLA
= iTA1 + iTA2

iTA1 = iTA2

iTA1 = iTA2 =
1
2
iLA

⎫⎪⎪⎪⎬
⎪⎪⎪⎭
. (10)

By applying KVL in Fig. 5 and (10), the magnitude of iLA

can be given from the following expression:

ILA
=

1
4
VDC

LA
(T − TON ) + 1

2
|VCa1−VCa2 |

LA
(TD) T

2

}
(11)

ILAmax = 2ILA
(1 − TD) (12)

TD =
T

2
− TON (13)

TON = t1 − t0 = t6 − t5. (14)
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Fig. 6. Network operation in positive half-cycle.

III. PARAMETER DESIGN

A. Compensation Capacitance

The series compensation capacitance is calculated by using
the following relation:

C =
1
ω2

0L
(15)

whereC is compensation capacitance, andL is the compensated
inductance.

B. Switch Rating

1) Transient Analysis: The calculation of the current at the
starting of the converter has been done in the switch’s active
state (positive half-cycle of transmission coil current). Fig. 6
presents the simplified primary network for calculation of ω0

and switch’s ON-time TON.
By using KVL in a simplified primary network shown in

Fig. 5, we have

L1
diL1(t)

dt
+R1iL1(t) +

1
C1

∫ t

0
iL1(t) · dt = uAB(t). (16)

By solving and simplifying (16), the output current waveform
is given as

iL1(t) = eat[C1cos(at) + C2cos(bt)] (17)

where a = (− R1
2L1

), b =
√

(a)2 − 1
L1C1

, and C1 and C2 are

constants that can be derived from network initial conditions.
The other solution of (9) is given by solving in the frequency

domain using the Laplace transform where

K1 = 1 − 2ea
√
L1√

4L1 −R2
1C1

,K2 =

√
4L1 −R1L1C1

2L1
√
C1

,

K =
1
R

√
4L1 −R2

1C1√
C1

iL1(t) = K1sin(K2(t) + tan−1(K3)). (18)

Eq. (4) is used for determining the current peak and first zero
crossing (TZ) in the circuit. In the proposed topology, successful
ZCS is achieved by taking TON less than TZ .

2) Steady-State Analysis: Applying the Fourier analysis in
Fig. 5, we have

UAB(n) =
4VDC

nπ
cos (nα) (19)

IAB(n) =
1
Zn

UAB (20)

Zn

=

√
K4R2

B +

(
nω (L1 +K2L2)−

(
C1C2

nω(K2C1 + C2)

))2

(21)

ψn = tan−1
nω

(
L1 +K2L2

)− C1C2
nω(K2C1+C2)

K2RB
(22)

RB =
VB
IB

. (23)

The proposed transmitter coil network has a high-quality
factor and a high resonant frequency. Therefore, the fundamental
component has a very high magnitude and produces the domi-
nating current. The expression for the fundamental component
can be derived from (19) and (20). The maximum current passing
through L1 and switches (S1 − S4) is given as follows:

IAB(01) =
4VDC

Z01π
cos (α) (24)

IAB(01)max =
√

2IAB(01) (25)

IS1−S4(max) = IAB(01)max + ILAmax. (26)

The voltage rating of C1 is calculated by using current second
balance and expression as follows:

VC1 =
4VDC

C1Z01
cos(α) (27)

where α = π(1 − 2TON

T ).
Alternatively, the rating of the switch can also be calculated

by using the following relation:

Vds > V s+K(VB + VD) (28)

Vds > 140 + 1(135 + 1.4) (29)

Vds > 276.4 V. (30)

The typical MOSFETs can withstand three times their average
current rating in a nonrepetitive situation. So, a good conserva-
tive current rating is calculated by using the following relation:

ID > 3XIs,avg (31)

ID > 3X6 (32)

ID > 18 A. (33)

Therefore, the rating of the power switch selected must have
voltage and current rating greater than 276.4 V and 18 A. Hence,
the IRFP460 is selected for this converter because it is having
500 V and 20 A rating.
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Fig. 7. Simplified circuit to determine auxiliary component parameter.

C. Auxiliary Components

The value of auxiliary capacitors is decided in such a way
that they maintain constant voltage at the input of the converter.
Meanwhile, the auxiliary inductor acts as a constant current
source during peak and dead time conditions. The auxiliary
inductor with a transformer is used to supply the necessary
current required to achieve ZCS. The auxiliary transformer holds
a sudden change inUAB and provides a return path to inductorL1

current. The transformer has a 1:1 voltage ratio with minimum
possible leakage inductance and series resistance. Fig. 7 shows
the simplified circuit for the calculation of auxiliary components
[21], [22].

Applying KVL in Fig. 6 network, we have

ΔiCa

Ca
Δt− La

ΔICa

Δt
−M

ΔICa

Δt
= 0 (34)

M
ΔiCa

Δt
+M

ΔICs
−ΔiCa

Δt
− ΔIC

CS
Δt = 0. (35)

By using (34) and (35), Δt and Ca = Ca1 = Ca2 are calcu-
lated, Δt is the time when the diode of a switch is ON makes it
go ZVS turn ON. The total turn-ON time included for a switch in
half-cycle is Ton + Δt.

These designed parameters provide ZVS for all four switches
and ZCS for two switched in half-cycle. The parameters used in
the simulation are described in Table I.

1) Loss Calculation in Auxiliary Network: Cu loss of the
auxiliary network is given by the following equation:

Pcu = I2R (36)

where I belongs to auxiliary inductor and transformer current
(ILA

and ITA(1,2)
).

The cu losses are calculated for worst case where ILA
=2 A,

RLA
=170 mΩ, ITA(1,2)

=2 A, and RTA(1,2)
=330 mΩ [24].

Therefore, Cu loss in the auxiliary inductor is calculated as
680 mW and Cu loss in transformer is 1.32 W.

The core losses per unit volume for transformer and induc-
tor are calculated by using the following equation (when the
converter is operating at constant frequency):

Pcore = aBpk
bV. (37)

The value of a is 0.043, b is 1.5, and Bpk is calculated as
approximately 1 T for Sendust Core.

TABLE I
SIMULATION AND EXPERIMENTAL SETUP DESIGN PARAMETERS

Fig. 8. Developed laboratory prototype for BC at moderate power transfer.

The core volume for the inductor is 430 mm3

(0_41450TC,wire − 6/38,AWG22) and transformer core
volume is 1164 mm2 (0_41610TC,wire − 3/38,AWG22).
Hence, the calculated power loss for LA and TA is 18.49 and
50.05 mW, respectively, by using (37) [25], [26].

IV. LABORATORY PROTOTYPE

To validate the circuit analysis and simulation results, a labo-
ratory prototype of 1.1 kW at 85 kHz is developed and tested for
BC characteristics as shown in Figs. 8 and 9 and its specifications
are listed in Table II.

The developed prototype primarily composed of five major
parts: dc power supply, proposed dc–dc converter, IPT transmit-
ter and receiver coil set, bridge rectifier, resistive, and battery
load. A low voltage isolated dc power supply based on bridge
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Fig. 9. Developed laboratory prototype for BC at high power transfer.

TABLE II
SPECIFICATION OF HARDWARE COMPONENTS

rectifier, and linear voltage regulator is developed to active pulse
triggering circuit to the dc–dc converter. Open-loop control is
used for testing at different charging states of the battery.

In the proposed converter, a split electrolytic capacitor is used
to maintain a constant voltage at the input terminal of H-bridge.
The driver circuit is placed very near to the switch by utilizing
surface mount device technology to reduce any line inductance
and circuit positioning effects. The transmitter coil is directly
soldered to the converter board with series capacitors to reduce
any contact resistances.

The transmitter and receiver coils are placed one meter far
from power converter printed circuit board (PCB) to reduce flux
linkage and effects on power transmission. The receiver coil is
connected in series with a compensation capacitor followed by a
diode bridge rectifier and filter capacitor. This dc power is used
to test the loading at various battery voltages and load resistors to
check performance at dynamic conditions. The presented results
are also following a moderate loading of the battery proposed
converter operational performance.

V. RESULTS AND DISCUSSION

The working principle of the proposed converter topology
is validated by performing modeling, simulation, and hardware
testing. The circuit parameters in simulation and hardware are
tuned to an operating point to understand the behavior of the
converter.

A. Simulation Results

The simulation of a proposed topology has been done in
MATLAB/Simulink by using principal components, as shown

Fig. 10. ZVS turn-ON for S1 − S4.

in Fig. 4 and Table I. The ideal dc source is placed in series
with resistor (nΩ) and inductor (nH). MOSFET switches from
SimPowerSystem Library with 0Ω resistance and 870 pF ca-
pacitance as snubber have been used to simulate H-bridge part
of dc–dc converter. The auxiliary transformer is contracted by
linear transformer and transmitter, receiver coils from mutual
inductance.

Fig. 10 shows the ZVS turn-ON of switches S1 to S4, as
the voltage across the switch reaches to zero, the gate pulse
is given to that particular switch to turn it ON. In Fig. 11(a)
and (b), the ZCS turn-ON for switches S2 and S4 is indicated.
The current from the switch becomes zero before the gate pulse
finishes. Therefore it is said that the proposed wireless converter
maintains ZCZVS. The compensation capacitor voltage peak
value is selected by observing the performance of VC1 , as shown
in Fig. 12. In Fig. 13, the input side characteristic of the primary
network has been shown. These results show the small value of
input dc-link capacitors does not affect the performance of the
converter.

The performance of the converter for BC is shown in
Fig. 14(a)–(d). It is seen from Fig. 14(a) and (b) that the distur-
bance is very less, whereas the conventional charger having dis-
turbance in BC voltage and current, which reduces the life of the
battery and degrades the charger efficiency, whereas the nature of
battery voltage and current shown in Fig. 14(c) and (d) is without
using the auxiliary circuit. The circuit performance provides
93.5% efficiency with parameters shown in Table I. The output
efficiency for fixed parameters is controlled by updating the
switching frequency and output power is controlled by changing
input voltage. A lookup table has been used to find control
parameters. The efficiency characteristics for different loading
conditions are shown in Fig. 15. The simulation parameters are
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Fig. 11. ZCS turn-OFF for (a) S2 and (b) S4.

Fig. 12. Converter characteristics waveform in various operating modes.

Fig. 13. Input side characteristic of primary network.

Fig. 14. Output characteristic for BC application.

Fig. 15. Frequency response characteristics for different loading conditions.
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Fig. 16. Experimental results of ZVS turn-ON for (a)–(d) S1 − S4.

Fig. 17. Experimental results of ZCS turn-OFF for (a) S2 and (b) S4.

obtained from component data-sheet and careful study of the
developed prototype in the laboratory.

B. Hardware Results

The experimental results of the proposed converter are shown
in Figs. 16–20. The developed laboratory prototype is tested for
both high-power and low-power BC. The obtained results show
the ZCZVS soft switching is obtained for a wide operating range.
In Fig. 16(a)–(d), the ZVS turn-ON of switchesS1 − S4 is shown,
when the voltage across the switch is zero then the switch will
triggered. The ZCS turn-OFF of two low-side switches S2 and
S4 is shown in Fig. 17(a) and (b).

The voltage appear across primary and secondary of the con-
verter at points A, B and a, b is shown in Fig. 18(a). Fig. 18(b) and
(c) shows the voltage across battery and current flowing through
L1. The input current, dc current, and current across capacitor
potential divider are shown in Fig. 19(a)–(d), respectively. These
results satisfy the theoretical operation as well as simulation of
the proposed converter.

Fig. 20(a) shows the BC characteristics for 120-V Li-ion bat-
tery with a proposed auxiliary circuit. The current in the circuit
is 4.35 A, which delivers 522 W at 91.26% efficiency. Fig. 20(b)
shows the BC current and voltage in heavy loading conditions.
The delivered power is measured at 1028 W at 91.02% efficiency.

Fig. 18. Laboratory prototype results for (a) voltage across points A, B and a,
b, (b) battery voltage w.r.t. voltage across points A and B, and (c) current passing
through transmitter coil.

Fig. 19. (a) Input current passing through S1. (b) DC current coming from
supply. (c), (d) Current passing through capacitor potential divider.

Fig. 20. (a) Battery voltage and current, (b) magnified voltage and current of
battery load, transient state of battery current (c) with the proposed auxiliary
circuit, and (d) without auxiliary circuit.
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The start-up BC characteristics for the proposed auxiliary or the
transient current of BC are shown in Fig. 20(c) and without
auxiliary network the transient current is shown in Fig. 20(d). It
is observed the startup time is less for the proposed circuit but
the ripple is high. On the other hand, the spikes are more when
no auxiliary circuit has been incorporated.

VI. CONCLUSION

In this article, the voltage fed series compensation based
ZVZCS topology and its tuning method for wireless electrical
vehicle battery charger have been proposed. Suitable modifica-
tions were presented for the full-bridge dc–dc converter, and
enhanced performance with a wide range of input variation is
achieved. The need for a high-power processor is eliminated,
which further reduces the overall cost. The theoretical analysis
and modeling have been presented to obtain ZVZCS with re-
duced control complexity. The simulation results verified the
ZVZCS condition of the proposed topology for a full load
range. The offered solution produced less ripple in input/ output
voltage and current while utilizing a low value of dc link, and
filter capacitance values, respectively. An acceptable efficiency
of 91.26% has been achieved for both battery and resistive
loads.
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